
4 Year Limited Warranty Extension Kit
PART NUMBER: SP20079 (SOLD ONLY IN 6 PACKAGE QUANTITY)

HOT COLD

HOT COLD

1. Remove any factory installed water
connections (nipples) from the hot water
outlet.

* Please note that some water heaters are
equipped with an internal heat trap in the
hot water outlet which must be removed
prior to installing the combination
anode/hot water nipple.

2. Install the combination anode/hot water
nipple into the hot water outlet coupling of
the water heater.

3. Install the cold water nipple (3") into the
cold water inlet coupling of the water
heater.

4. Place ProtectionPlus™ label next to warning
label on the front of the water heater. 

(The bottom portion of this label will be
used to validate warranty in the event of
tank failure.) DO NOT place over any of the
existing labels.

5. Follow all installation instructions as
outlined in water heater’s “Use and Care
Manual”.

6. Replace factory provided “Certificate of
Limited Warranty” with this
ProtectionPlus™ “Certificate of Limited
Warranty”.

** Some models require a 3/4" to 1" adaptor.

Anode/ Hot Water
Nipple

Nipple Tank 
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PROTECTIONPLUS™ PART LIST:

This 

Water Heater is 

SPECIALLY EQUIPPED

with

DUAL ANODE RODS

for

EXTRA TANK LIFE

Installing Plumbing Contractor _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _

Telephone (________) _ _ _ _ _ _ _ _ _ _ _ _ _ _ Date Installed _ _ _ _ _ _ _ _ _

NOTE
In the event this tank should fail within the effective warranty

period, this label must be returned with rating plate.

AX4453 99-0000000

T
M

This 

Water Heater is 

SPECIALLY EQUIPPED

with

DUAL ANODE RODS

for

EXTRA TANK LIFE

Installing Plumbing Contractor _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _

Telephone (________) _ _ _ _ _ _ _ _ _ _ _ _ _ _ Date Installed _ _ _ _ _ _ _ _ _

NOTE
In the event this tank should fail within the effective warranty

period, this label must be returned with rating plate.

AX4453 99-0000000

T
M

Brass 3/4" 
to 1" Adaptor

INSTALLATION INSTRUCTIONS:

This warranty extension kit,
which is to be used only

for new installations,
is valid only on the

models listed below.

Rheem and Ruud Water Heating
101 Bell Road
Montgomery, Alabama 36117-4305

Printed in U.S.A. 07/06  WP 101-7 Rev. 5

THIS KIT CONTAINS:
• High quality magnesium anode rod

with plastic lined nipple (hot side)
• Plastic lined nipple (cold side)
• Brass 3/4" to 1" adaptor

• Warranty certificate with instructions
• ProtectionPlusTM label to be placed on

water heater

For use on Rheem® and Ruud® residential Fury, Pacemaker and Professional models.

Above model numbers may have one or more of the following
suffixes: -1, -2, -27, -30, -34, -36, -38, -40, -50, -69, -70, -73,
-75, F, F1, P, N, T, PRO.

22VR75

21V100

RHGPRO75

RHGPRO100

22VRP75

PR75

P100

RUGPRO75

RUGPRO100

PVRP75

GAS**
RHEEM RUUD

22V30

42V40

22V40

22V50

42V50

22V30S

22V40S

42V40S

42V50S

42VR40

42VR50

42V60-50

RHGPRO40-40

RHGPRO50-40

RHGPRO50-50

RHGPRO50-60

RHGPRO60-50

RHGPRO40S-40

42V40PRO

42V50-40PRO

42V40S-40PRO

41VRP40

41VRP50

41VRP50-55

42VP40

42VP40S

42VP50S

42VP50

22DV50

22DV40S

P2-30

PH2-40

P2-40

P40-36F1

P2-50

PH2-50

P2-30S

P2-40S

PH2-40S

PH2-50S

PH2R-40

PH2R-50

PH2-60-50

RUGPRO40-40

RUGPRO50-40

RUGPRO50-50

RUGPRO50-60

RUGPRO60-50

RUGPRO40S-40

PH2-40PRO

PH2-50-40PRO

PH2-40S-40PRO

PVRP40

PVRP50

PVRP50-55

PVP40

PVP40S

PVP50S

PVP50

PH2DV50

PH2DV40S

GAS
RHEEM RUUD

82V30

82V40

82VH40

82V52

82V66

82V80

82V120

82MV30

82MV52

82SV20

82SV30

82SV40

82SV50

83VR40

83VR52

83VR66

83VR80

83MVR52

RHEPRO30

RHEPRO40

RHEPRO52

RHEPRO66

RHEPRO80

RHEMPRO52

RHESPRO30

RHESPRO40

RHESPRO52

RHESPRO50

PE2-30

PE2-40

PE2H-40

PE2-52

PE2-66

PE2-80

PE2-120

PE2M-30

PE2M-52

PE2S-20

PE2S-30

PE2S-40

PE2S-50

PE3R-40

PE3R-52

PE3R-66

PE3R-80

PE3MR-52

RUEPRO30

RUEPRO40

RUEPRO52

RUEPRO66

RUEPRO80

RUEMPRO52

RUESPRO30

RUESPRO40

RUESPRO52

RUESPRO50

ELECTRIC
RHEEM RUUD

** The ProtectionPlus™ anode rod may
be installed on these models when
fitted with a 3/4" to 1" adaptor.

In keeping with its policy of continuous progress 
and product improvement, Rheem reserves the 
right to make changes without notice


